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SYMALIT® PVDF standard grade 
 
Polyvinylidenfluoride (PVDF): A thermoplastic fluoropolymer which is increasingly used, offers unique 
price/performance relation for the construction and lining of piping systems and apparatus. The excellent welding 
properties and thermoformability permit an economical fabrication using standard equipment, in the workshop as well 
as on site.  
 
Some of the most important properties are  

➢ Excellent chemical resistance (up to pH 11)  
➢ Extremely pure (separated programs)  
➢ Dimensional stability from -40°C up to +150 °C (-40 °F up to +284 °F) without compression  
➢ Extremely good mechanical properties  
➢ Excellent abrasion resistance  
➢ Superior ageing stability resistance to UV-,ß- and y-radiation  
➢ Very good dielectric and piezoelectric properties  
➢ The material is ideally suited for corrosion protection in the chemical processing industry.  

             (Color: natural) 
 
 

SYMALIT® PVDF-HP (high purity) 
 
The high purity quality is produced, packaged, stored, and transported according to special and strictly controlled purity 
criteria. All the HP products undergo strongly defined controls for checking purity and surface characteristics super-
vised by authoritative and established test laboratories (limiting values for organic and metallic contaminations, 
micropores and imperfections in the surface). The HP quality is used in the semiconductor, pharmaceutical, and food 
industries. (Color: natural) 
 
 

SYMALIT® PVDF specialities 
 

➢ SYMALIT PVDF pipes HV-liner with pretreated surface for direct FRP reinforcement. 
➢ SYMALIT PVDF sheets GK are backed on one side with a three-dimensionally deformationable primer of 

synthetic special fabric. 
➢ SYMALIT PVDF sheets EK are backed at one side with a vulcanized soft rubber and are glued with 

SYMACOL EK bonding set. 
 

PVDF Product Information 

mailto:info@tceg.com.au

